
 

10. HM | DCC & HM Devices – Device Version(s) & Updating 

Double tap the Settings ‘  ‘ Icon. 

Tap on Manage Devices. This is the list of all HM Devices* connected to HM | DCC.  

Tap on a HM Device to go to the Manage Device screen for the selected HM Device. The Manage 

Device screen provides important information regarding your HM Device. 

Further down the Manage Device screen is the Device Version(s) box. This is important information 

to see what firmware is installed onto your HM Device.  

Bluetooth® Version is the firmware of the Bluetooth® chip on your HM Device. 

Profile ROM (APROM) is the firmware on your HM Device that allows for running your locomotive.  

Boot ROM (LDROM) is firmware in relation to the hardware on your HM Device, this will not change. 

Profile SKU (SPIROM + APROM) is the currently installed Profile on your decoder and will relate to a 

certain class of locomotive.  

Hardware Version is in relation to Boot ROM and will not change.  

It is vital to ensure that your HM Device is running correctly to always be up to date with the latest 

Version (firmware).  

To update the Bluetooth® Firmware of your HM Device, under the Bluetooth® Firmware section of 

the Manage Device screen, if a later update is available an Update Device button will be present.  

Ensure your Bluetooth® & Wi-Fi are turned on in your phone or tablet settings and the phone or 

tablet is connected to the internet. Ensure that Do Not Disturb is turned on to ensure no 

interruptions to the update.  

Tap on Update Device and you will be prompted with a screen showcasing all the available 

Bluetooth® Firmware. The latest Bluetooth® Firmware version will have “(Latest)” to the right-hand 

side of the Version Number.  

Place your phone or tablet around 3-6 inches away from your HM Device and tap on the (Latest) 

firmware, tap Yes and then tap Update. 

Please allow up an average of 1 minute for the new Bluetooth® Firmware to install. It may take 

longer based on your phone or tablet. It is advised to keep your phone or tablet still and plugged 

into mains power during the entire installation process.  

Once the installation is complete, please Power-Cycle your HM7000 decoder by removing the 

locomotive from the track, waiting 5 seconds, and replacing the locomotive. If you have a Power 

Bank installed, you will have to wait up to 60 seconds for your HM7000 to power down. Once power 

is restored to your locomotive, your decoder will auto-reconnect to HM | DCC in an average of 

around 5 seconds. This will activate the new Bluetooth® Firmware for use. 

For other HM Devices, please Power-Cycle by switching of the HM Device at the mains, waiting 5 

seconds and then switching power back on. This will activate the new Bluetooth® Firmware for use. 



If, after update, issues are noticed. It is always possible to revert to a previous firmware. 

Alternatively, please refer to the Troubleshooting section or contact 

HM.customercare@hornby.com for specialised assistance. 
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